Technical Data
Woodtronic Series

Type NC 3 CNC5 CNC 6F

Order No. 302 073-597 305 503-597 306 036-597
Standard colour RAL 7035/7043 RAL 7035/7043 RAL 7035/7043
Circular Saw Blade

QOutside diameter 80-1.000 mm 80—1.000 mm (1.200) 80-1.000 mm (1.200)
Bore diameter from 10 mm from 10 mm from 10 mm
Thickness of blade up to 8 mm up to 12 mm up to 12 mm

Tooth pitch 6—125 mm 4-125 mm 4-125 mm

Breast angle -25/+30 degrees -40/+45 degrees

Back clearance angle 1-25 degrees 1-40 degrees

Grinding Head 2

Grinding wheel diameter max. 160 mm max. 200 mm max. 200 mm
Power output, approx. 3,000 min-1 1,0 kW 1,1 kW 1,1 kW

Weig 930 kg 1.800 kg 1.800 kg

Power Requirements, approx. 400 V/50 Hz 7 kKVA 12 kVA 12 kVA
Intégrated Coolant System _______ Jii*

Tank capacity ' approx. 70 | approx. 150 | approx. 150 |
Coolant pump 60/l min, 3 bar 60/l min, 3 bar

50/1 min, 3 bar

Regrinding Loader

Capacity

approx. 50 saw blades

Diameter

150 — 600 mm (Option 680 mm)

Capacity of production loader upon request.
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